
Sycor Part 

No

AWG 

Size

No of 

Strands
NOM O.D

Weigh#/ 

lbs/MFT

Min. Bend 

Radius
UL CSA

SRML-K1626 16 26 0.179 20 1.43 3410 N/A

SRML-K1441 14 41 0.194 26 1.55 3410 N/A

SRML-K1265 12 65 0.211 36 1.69 3410 N/A

SRML-K10105 10 105 0.234 50 1.87 3410 N/A

SRML-K08133 8 133 0.325 109 2.6 3410 N/A

SRML-K06133 6 133 0.371 150 2.97 3410 N/A

SRML-K1407 14 7 0.195 26 1.56 3410/3231 N/A

SRML-K1219 12 19 0.212 36 1.7 3410/3231 N/A

SRML-K1019 10 19 0.235 50 1.88 3410/3231 N/A

SRML-K0861 8 61 0.306 106 2.45 3410/3231 N/A

SRML-K0684 6 84 0.377 151 3.02 3410/3231 N/A

SRML-K04133 4 133 0.411 196 3.29 3410/3231 N/A

SRML-K02259 2 259 0.476 281 3.81 3410/3231 N/A

SRML-K01259 1 259 0.547 357 4.38 3410/3231 N/A

SRML-K1/0259 1/0 259 0.61 446 4.88 3410/3231 N/A

SRML-K2/0259 2/0 259 0.656 539 5.25 3410/3231 N/A

SRML-K3/0259 3/0 259 0.703 653 5.62 3410/3231 N/A

SRML-K4/0259 4/0 259 0.763 797 6.1 3410/3231 N/A

SRML-K250427 250 MCM 427 0.862 957 6.9 3410/3231 N/A

SRML-K350427 350 MCM 427 0.972 1283 7.78 3410/3231 N/A

SRML-K500427 500 MCM 427 1.1 1733 8.8 3410/3231 N/A

SRML-K750703 750 MCM 703 1.372 2711 10.98 3410/3231 N/A

SRML-K 150°C  600 Volts

SMRL-K 200°C  600 Volts

 

  

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

  

 

 

SRML-K Silicone Rubber Motor lead 

High Temperature Wire 

 
Description 

Sycor’s SRML-K is a high temperature wire with 

braided aramid fiber over silicone insulation known 

for its superior mechanical protection against cut-

through, impact and abrasion. Aramid fiber such as 

Kevlar® also has great thermal stability and 

resistance to flame and fatigue 

 

Construction 
Stranded tinned copper  
Extruded Silicone Rubber 
Braided aramid fiber with a moisture, heat, and 
flame resistant finish 
 

• Voltage Rating 

• 600 Volts 

Application 

Sycor’s SRML-K high temperature wire as the name 

suggests excels as motor lead wire in hazardous conditions. 

SRML is effective in domestic, commercial and industrial 

heating applications and as lead wire for electrical 

equipment where environmental exposure to heat and 

abrasion are a concern. 

 

• Temperature Rating 

• UL 3410 150°C  

• UL 3410/3231 200°C 

•  

• Approvals 

• NEMA WC-3 

• UL 3410, UL 3231 VW-1 

•  

Value Added Services Color Codes 

Sycor Technology Inc., 1-2220 Argentia Road, Mississauga ON L5N 2K7 

www.sycor.com 1-800-268-9444 sales@sycor.com 
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Re-Spooling 

*Other colors available upon request 

Cutting 

http://www.sycor.com/
mailto:sales@sycor.com

