
Sycor Part No. AWG Stranding Cond. 
Diam. 

Min Max Mil-Spec. 
Designation

M16878/21-3201 32 1/32 0.008" 0.025" 0.033" M16878/21BAA
M16878/21-3207 32 7/40 0.009" 0.026" 0.034" M16878/21BAB
M16878/21-3001 30 1/30 0.010" 0.026" 0.034" M16878/21BBA
M16878/21-3007 30 7/38 0.012" 0.028" 0.036" M16878/21BBB
M16878/21-2801 28 1/28 0.0126" 0.029" 0.037" M16878/21BCA
M16878/21-2807 28 7/36 0.015" 0.031" 0.039" M16878/21BCB
M16878/21-2601 26 1/26 0.016" 0.032" 0.040" M16878/21BDA
M16878/21-2607 26 7/34 0.019" 0.035" 0.043" M16878/21BDB
M16878/21-2619 26 19/38 0.019" 0.035" 0.043" M16878/21BDE
M16878/21-2401 24 1/24 0.020" 0.036" 0.044" M16878/21BEA
M16878/21-2407 24 7/32 0.024" 0.040" 0.048" M16878/21BEB
M16878/21-2419 24 19/36 0.024" 0.040" 0.048" M16878/21BEE
M16878/21-2201 22 1/22 0.025" 0.041" 0.049" M16878/21BFA
M16878/21-2207 22 7/30 0.030" 0.046" 0.054" M16878/21BFB
M16878/21-2219 22 19/34 0.030" 0.046" 0.054" M16878/21BFE
M16878/21-2001 20 1/20 0.032" 0.048" 0.056" M16878/21BGA
M16878/21-2007 20 7/28 0.038" 0.054" 0.062" M16878/21BGB
M16878/21-2019 20 19/32 0.038" 0.054" 0.062" M16878/21BGE
M16878/21-1801 18 1/18 0.040" 0.056" 0.066"  M16878/21BHA
M16878/21-1807 18 7/26 0.047" 0.064" 0.074" M16878/21BHB
M16878/21-1819 18 19/30 0.047" 0.064" 0.074" M16878/21BHE
M16878/21-1601 16 1/16 0.051" 0.067" 0.081" M16878/21BJA
M16878/21-1619 16 19/29 0.053" 0.073" 0.087" M16878/21BJE
M16878/21-1419 14 19/27 0.067" 0.088" 0.102" M16878/21BKE
M16878/21-1219 12 19/25 0.084" 0.107" 0.121" M16878/21BLE
M16878/21-1237 12 37/28 0.085" 0.105" 0.119" M16878/21BLG
M16878/21-1037 10 37/26 0.108" 0.127" 0.141" M16878/21BMG

Finished Wire Dia. 
(in)

 
 

. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
     
 
 
 
 
 
 
 
 
 

MIL-W-16878/21 Type E Wrapped  
NEMA HP-3, 600V, PTFE 
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Colour Codes 

Colour 
Stock colours 0-9. Striped combinations 
available upon request. 

Value Added Services 

Description 
MIL-W-16878/21 is medium walled PTFE cable. MIL-W-
16878/21 is excellent in harsh environments and the perfect 
choice for applications with difficult conditions. 
 
Approvals 
MIL-W-16878/21 
SAE/NEMA HP-3 Type E Wrapped 
 
Construction 
Silver plated copper conductor.  
Insulation PTFE tape, wall thickness .010”. 

Temperature Rating 
-65°C  to 200°C 
 
Voltage Rating 
600 Volts  
 
Application 
MIL-W-16878/21 is designed for aerospace applications, typically 
used for circuits. MIL-W-16878/21 has PTFE that provides excellent 
protection from chemicals, abrasions vibration and fire. 

Additional stranding and gauges available upon request. Please contact us to enquire. 
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